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Material will be loaded on the roof 

Articulating boom lifts will need 
to be re-heled 

Material moved to different areas 
of the roof 

Employees could fall while 
exposed to a fall > than 6' 
Employees may be exposed to 
overhead hazards 
Material could shift causing it to 
fall 

Diesel fuel could become ignited 
Flammable liquidslmaterial could 
spill 

Individuals could experience back 
strains 

All material stocked on top of the roof will be 
performed using a crane. 
All employees removing material off of the crane 
will be protected by personal fall restraint systems 
(rope grabs) 
All employees on site will wear safety glasses and 
hard hats 100% of the time 
Housekeeping will be maintained at all times to 
ensure safe working conditions. 
All slip, trips and fall hazards will be removed 
before work begins in any area. 

A,B,C multi-purpose dry chemical fire 
extinguishers will be readily accessible in areas 
where flammables exist 
Proper clean up procedures will be performed in 
accordance with specific material safety data sheets 
(MSDS) 

Proper lifting techniques will be performed at all 
times. Employees will lift with their legs, not their 
back. 
Any employee lifting materidequipment over 50 
lbs. will be required to use a lift aid (i.e. another 
employee). 
When feasible, employees will utilize mobile crane 
located at the jobsite to move material and 
equipment 



Employees removing loose debris 
on the roof with power washer 

Generators and electrical cords 
used for power tools 

spill 

Cords could become damaged 
causing shock or electrocution 
Gasoline used to he1 generators 
could become ignited 
Flammable liquiddmaterial could 

Employees could fall while 
exposed to a fall > than 6' 
Employee may be injured 
operating power washer 
Excess paint may fall to the 
ground 

All power sources will be protected by GFCI. 
All cords will be inspected by a competent person 
at least daily 
A,B,C multi-purpose dry chemical fire 
extinguishers will be readily accessible in areas 
where flammables exist 
Proper ckan up procedures will be performed in 
accordance with specific material safety data sheets 
WSDS) 

Employees operating or assisting with power 
washer will year face shields, safety lasses 
hard hats. 4 ~ @ W z r  ( f f ?  
No employees will be permitted to work 
underneath the scaffold of chute area. 
All employees will utilize hard hats and safety 
glasses per Ferrni Lab and Riddiford Roofing 
company policy. 
Employees working on top of roof will utilize 
personal fall restraint systems as fall protection. 
Power washer will be operated per the 
manufacturer's specifications. 

- 

All employees operating power washers will be 
trained on the specific hazards and safe work 
practices. 
All solid excess debris will be collected in burlap 
bags secured to the eave of the roof as the water 



Installation of the GAF Top Coat 
roof system 

Employees utilizing forklifts to 
move material around the ground 
and staging area 

Individuals working in the staging 
area located on the ground 

Employees on the job may have an 
emergency 

Employees could fall while 
exposed to a fall > than 6' 

Forklifts could potentially injury 
exposed employees or cause 
property damage. 

Load could come loose causing 
injury to anyone in the area 

Emergency may cause serious 
threat to Riddiford and Fermi Lab 
employees 

No employees will be permitted to work 
underneath existing overhead work. 
All employees on site will wear safety glasses and 
hard hats 100% of the time 
Employees working on top of roof will utilize 
personal fall restraint systems as fall protection. 

All employees operating the powered industrial 
truck will be trained in accordance with OSHA 
1910.178. 
Barricades will be set up to keep unauthorized 
personnel out of the staging area 
Back up alarms will be in working condition all 
forklifts 
Operator manuals will be available on all forklifts 
on site. 
All individuals working in the staging area will 
wear hard hats and be trained not to position 
themselves under raised loads. 
Barricades will be set up to keep unauthorized 
personnel out of the staging area 
In the event of an emergency, employees are to dial 
ex. 3131 hmalandlineor (630) 840-3131 from 
a cell phone to contact emergency personnel 


